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Abstract 

Multi-particle tracking simulations for the SNS linac 
beam dynamics studies are performed with the IMPACT 
code. Beam measurement results are compared with the 
computer simulations, including beam longitudinal halo 
and beam losses in the superconducting linac, transverse 
beam Courant-Snyder parameters and the longitudinal 
beam emittance in the linac. In most cases, the 
simulations show good agreement with the measured 
results. 

INTRODUCTION 
The spallation-neutron-source (SNS) linac systems 

comprise a 2.5-MeV H− injector, a normal conducting 
linac which consists of a medium energy beam transport 
(MEBT), a drift-tube-linac (DTL) with 6 DTL cavities 
and a coupled-cavity-linac (CCL) with 4 cavity tanks up 
to 186-MeV, and a superconducting linac (SCL) 
consisting of 81 niobium cavities in 23 cryomodules for a 
design energy of 1-GeV. The linac is designed to deliver 
pulsed H− beams with a peak beam current of 38-mA, a 
pulse length of 1-ms, a repetition rate of 60-Hz, and a RF 
duty factor of 6%. For details of the SNS accelerator 
complex, see reference [1]. 

IMPACT is a 3D parallel particle-in-cell (PIC) code 
based on multi-layer object-oriented design. It can treat 
several kinds of particle accelerator components such as 
quadrupoles, dipole magnets, solenoids, and different RF 
cavities. It includes a 3D space charge model and 
simulates the absolute beam phase in an RF linac, more 
information on the code can be found in the user manual 
and in reference [2]. In beam dynamics studies of the SNS 
linac systems, we performed several beam measurements 
and compared the results against the simulations with 
IMPACT, and we obtained good agreement. However, we 
noted that it is still far away from a complete benchmark - 
it requires a large amount of dedicated beam time, which 
we do not have as the SNS is a user facility with most 
beam time reserved for neutron production.         

TRANSVERSE PARAMETERS 
At the SNS, transverse Courant-Snyder parameters are 

measured with multiple wire scan (WS) measurements in 
the linac, and fit to the measured RMS beam size with a 
linac model. At present, the measurement and fitting can 
be controlled in high-level applications developed in the 
XAL [3]. An on-line model embedded in XAL is based 
on TRACE3D [4]. Because the speed of simulations with 

a model is critically important to online applications, the 
accuracy is compromised. It is known that in a long linac 
lattice with multiple RF gaps, whenever emittance growth 
becomes significant, TRACE3D - which uses a linear 
transfer map and linear space charge, might not have an 
accurate solution. However, XAL provides satisfactory 
performance at the high energy beam transport (HEBT) 
and at the ring target beam transport (RTBT), where no 
RF cavity is involved and the effect of space charge is 
reduced as the beam energy reaches 800 to 900-MeV.       

Our first measurement was at the MEBT, only 3.6-m 
long for 2.5-MeV beams with four beam buncher cavities. 
Figure 1 shows the wire scan measurements and the 
fitting to the online model. Beam RMS sizes measured at 
the first four wires were used to fit for the model, and the 
fifth wire was used to verify the results. The online model 
shows a large beam mismatch in the lattice, and the beam 
sizes measured at the fifth wire suggest that the vertical 
wire and the horizontal wire in the wire scanner may have 
been swapped. In the measurement, beam current was 
reduced to approximately 15-mA to reduce space charge, 
and the emittance growth could not be a significant issue. 

 

 
Fig. 1. XAL model and measurement at the MEBT. 

     
A python script was developed to use the same XAL 

optimizer [5] and fit the WS data using an IMPACT 
model. The beam Twiss parameters solved were different 
from those in XAL, and the beam size measurements at 
the 5th wire had better agreement as shown in Fig. 2.  

  

 
Fig. 2. IMPACT model and measurement at the MEBT. 
 



The second measurement was performed with laser 
wire beam profile monitors (LWs) [6] at the SCL. The 
first six LWs (at 5 to 100-m) were used to fit for the 
model, and the 7th wire (at 230-m) was used to verify. 
Figure 3 shows the LWs measurements against the SCL 
design lattice. There are some beam mismatches in the 
design lattice because it comes from an optimization for 
beam beta functions with XAL. Note also that the SCL 
injection beam is quite different from the design since we 
did not perform beam matching in the upstream linac. 
Figure 4 shows the optimized results with IMPACT, and 
the agreement at the 7th laser wire is very good. 
Normalized transverse beam emittance both in the 
horizontal plane and the vertical plane, was 
approximately 0.36-mm*mrad - in agreement with WS 
measurements at the HEBT, and at the CCL. 
 

 
Fig. 3. SCL design beam and the LWs measurements. 

  

 
Fig. 4. IMPACT model and the LWs measurements. 
            
SCL transverse beam mismatches are much worse in 

the measurements than in the design, and transverse 
matching through the entire linac systems is necessary to 
correct the problem. But we do not have a good model to 
do the job, as was mentioned earlier; beam matching 
through the linac with the XAL might not be sufficiently 
accurate. But even if the accuracy can be satisfied, it is 
not practical currently to match beams with the IMPACT 
model at the SNS linac systems: an attempt to match one 
piece of the linac requires one or two weeks in our 
cluster, and it is not a sound practice to set linac quads 
according to WS data taken two weeks earlier. A few 
iterations usually are necessary for such tasks because of 

errors in the model and changes in the actual equipment, 
and only a computer code with a speed comparable to 
XAL could be applied practically.   

LONGITUDINAL EMITTANCE  
Recently, longitudinal emittance measurement became 

available at the SCL entrance by beam phase and energy 
scans with beam current monitor (BCM) measurement 
[7]. In a single experiment, the measured beam bunch 
size, beam energy spread and longitudinal RMS beam 
emittance are usually highly repeatable. Figure 5 shows 
an IMPACT simulation of the longitudinal beam profiles 
at the second SCL cavity, through the normal conducting 
linac. The nominal design linac lattice and all the 
injection beam parameters use the design, except that the 
longitudinal emittance is two times the design value. 
Figure 6 shows that of the beam measurement, RMS 
emittance in this measurement is approximately 
3.0-deg*MeV. 

 

 
Fig. 5. IMPACT predicted profiles at the SCL entrance.  
 

 
Fig. 6. Measured beam profiles at the SCL entrance. 
 
In simulations with IMPACT, when the DTL6 phase is 

shifted by 6°, significant longitudinal mismatches and 
space charge effects in the CCL will cause a longitudinal 
beam emittance increase of approximately 30%. Figure 7 



shows the simulation result with the DTL6 phase shifted 
by 6°. We shifted the DTL6 phase by the same amount in 
the equipment, and measured the beam longitudinal 
profiles at the SCL, as shown in Fig. 8. Beam RMS 
emittance in this measurement is approximately 4.5-
deg*MeV, about a 50% increase from the emittance in the 
nominal linac. Considering that the error in the 
measurement method is approximately 20%, the injection 
beam parameters are not necessarily the nominal design 
values, and the linac may not be tuned exactly to the 
design without any error, the agreement between the 
IMPACT prediction and the RMS emittance measurement 
is satisfactory. 

 

                      
Fig. 7. IMPACT model of DTL6 phase shifted by 6°. 
 

 
Fig. 8. Measured beam profile for DTL6 phase shifted. 

BEAM HALO AND BEAM LOSS 
The performances of beam core computations using 

IMPACT in the longitudinal space and in the transverse 
planes could be satisfactory, as having been discussed 
previously. Other issues include beam halo and beam 
loss, which are difficult to simulate accurately for the 
space charge forces with beams in other RF buckets and 
the large amount of macro particles involved. Because 
unexpected beam loss and activation in the SCL occurs in 
neutron production, this topic becomes more and more 
important as the beam power ramps up. In IMPACT 

simulations, moderate lattice errors including 2% quad 
errors, 2% RF cavity gradient and 2° phase errors could 
cause an emittance increase in the linac that is significant, 
but not sufficient to cause SCL beam loss with the design 
injection beam parameters.  

Transverse halo\tails in the injection beams are usually 
cleaned up in the normal conducting linac which has an 
aperture of 2~3-cm. No beam loss is expected in the SCL 
as it has an aperture of approximately 8-cm, which is 
different from the longitudinal beam halo\tails. In the 
simulations with IMPACT and in beam measurements, 
longitudinal tails caused beam loss in the SCL. Figure 9 
shows simulated beam loss in the linac with RFQ beam 
tails for three different lattices: large RF error (RF error), 
nominal design (No error) and ~10% gradient decrease 
for all the re-bunchers in the MEBT (MEBT RBs). 
Pursuing the design features, and a fine tuning of the linac 
could mitigate beam loss. 

Fig. 9. RFQ beam halo loss in the linac in simulation. 
 
The hottest beam activation spot in the entire linac is 

between cryomodules 2 and 3 (CM2-CM3); it is caused 
by beam tails at the CCL entrance. Figure 10 shows the 
beam loss measurement when the CCL1 phase is shifted 
by 100° to simulate those off energy particles. Beam loss 
peaked at CM2-CM3, and no beam loss was measurable 
in the nc. linac for the 10-nC beams. Figure 11 shows that 
in the simulation with IMPACT for the same case, beam 
loss in CM2-CM3 has a pattern very similar to that in the 
measurement. However, more beam is lost in the CCL, so 
obviously the simulation differs from the measurement. Is 
there something wrong in the simulation? 

 
Fig. 10. Measured DTL phase tail loss in the linac. 



 

 
Fig. 11. Simulated DTL phase tail loss in the linac.  
 

It is known that BLMs in the normal conducting linac 
are much less sensitive to beam loss events than are the 
SCL BLMs. In the measurements, we dumped 10-nC 
beams to the CCL with the DTL4 phase shifted by 100°, 
see results in Fig. 12 (DTL4). The figure shows some 
CCL BLM response with this small amount of beam, but 
compared with the background, it is barely above the 
BLM noise. We might conclude that BLMs in the CCL 
are not as sensitive to the amount of beam used in the 
study and assume there is no problem with the simulation. 
Because we are reluctant to risk the cryomodules by 
dumping more beam charge in the measurements, a 
concrete conclusion requires a beam current measurement 
at the SCL entrance. Unfortunately, that will not be done 
this year.          

 

 
Fig. 12. Measured beam tail loss in CCL and in SCL. 

CONCLUSION 
Beam dynamics studies of the SNS linac systems were 

performed with IMPACT simulations and measurement 
of beam core including RMS beam size, transverse Twiss 
parameters, and longitudinal emittance are in good 
agreement with the simulation results. Both simulation 
and measurement show that longitudinal beam halo\tails 
caused beam loss in the SCL, but further beam studies are 
necessary for this important topic.   

ACKNOWLEDGEMENT 
The authors are indebted to P. Chu, A. Shishlo, 

T. Pelaia, A. Aleksandrov, S.  Cousineau and 
J. Galambos, and express thanks to many staff members 
of the Beam Instrumentation and the Accelerator 
Operation groups at the SNS - although their names are 
not listed - for discussions and for beam measurements 
that made this study possible. 

REFERENCES 
[1] S. Henderson, proceedings Utilisation and Reliability 

of High Power Proton Accelerator, HPPA (2004) 
257. 

[2] J. Qiang, et al, Journal of Computational Physics, 
Vol.163 (2000) 434.  

[3] T. Pelaia, et al, proceedings International Conference 
on Accelerator and Large Equipment of Physics 
Control Systems, ICALEPCS (2007), in press. 

[4] A. V. Feschenko, et al, proceedings of the Particle 
Accelrator Conference, PAC (2007) 2608. 

[5] T. Pelaia and A. Shishlo, private communications.  
[6] Y. Liu, et al, proceedings of the European Particle 

Accelerator Conference, EPAC (2008), in press. 
[7] Y. Zhang, J. Galambos, A. Shishlo, submitted to 

Physics Review Special Topics – Accelerators and 
Beams.   



<<
  /ASCII85EncodePages true
  /AllowTransparency false
  /AutoPositionEPSFiles false
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile ()
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 524288
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments false
  /ParseDSCCommentsForDocInfo false
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts false
  /TransferFunctionInfo /Preserve
  /UCRandBGInfo /Remove
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
    /ABSALOM
    /AgencyFB-Bold
    /AgencyFB-Reg
    /Algerian
    /ALIBI
    /AllegroBT-Regular
    /Arial-Black
    /Arial-BlackItalic
    /Arial-BoldItalicMT
    /Arial-BoldMT
    /Arial-ItalicMT
    /ArialMT
    /ArialNarrow
    /ArialNarrow-Bold
    /ArialNarrow-BoldItalic
    /ArialNarrow-Italic
    /ArialRoundedMTBold
    /ArialUnicodeMS
    /AvantGardeITCbyBT-Book
    /AvantGardeITCbyBT-BookOblique
    /AvantGardeITCbyBT-Demi
    /AvantGardeITCbyBT-DemiOblique
    /BankGothicBT-Medium
    /BaskOldFace
    /Batang
    /BATAVIA
    /Bauhaus93
    /BellMT
    /BellMTBold
    /BellMTItalic
    /BenguiatITCbyBT-Bold
    /BerlinSansFB-Bold
    /BerlinSansFBDemi-Bold
    /BerlinSansFB-Reg
    /BernardMT-Condensed
    /BernhardFashionBT-Regular
    /BernhardModernBT-Bold
    /BernhardModernBT-BoldItalic
    /BlackadderITC-Regular
    /BodoniMT
    /BodoniMTBlack
    /BodoniMTBlack-Italic
    /BodoniMT-Bold
    /BodoniMT-BoldItalic
    /BodoniMTCondensed
    /BodoniMTCondensed-Bold
    /BodoniMTCondensed-BoldItalic
    /BodoniMTCondensed-Italic
    /BodoniMT-Italic
    /BodoniMTPosterCompressed
    /BookAntiqua
    /BookAntiqua-Bold
    /BookAntiqua-BoldItalic
    /BookAntiqua-Italic
    /BookmanOldStyle
    /BookmanOldStyle-Bold
    /BookmanOldStyle-BoldItalic
    /BookmanOldStyle-Italic
    /BookshelfSymbolSeven
    /BradleyHandITC
    /BremenBT-Bold
    /BritannicBold
    /Broadway
    /BrushScriptMT
    /Calibri
    /Calibri-Bold
    /Calibri-BoldItalic
    /Calibri-Italic
    /CalifornianFB-Bold
    /CalifornianFB-Italic
    /CalifornianFB-Reg
    /CalisMTBol
    /CalistoMT
    /CalistoMT-BoldItalic
    /CalistoMT-Italic
    /Cambria
    /Cambria-Bold
    /Cambria-BoldItalic
    /Cambria-Italic
    /CambriaMath
    /Candara
    /Candara-Bold
    /Candara-BoldItalic
    /Candara-Italic
    /CASMIRA
    /Castellar
    /Centaur
    /Century
    /CenturyGothic
    /CenturyGothic-Bold
    /CenturyGothic-BoldItalic
    /CenturyGothic-Italic
    /CenturySchoolbook
    /CenturySchoolbook-Bold
    /CenturySchoolbook-BoldItalic
    /CenturySchoolbook-Italic
    /CharlesworthBold
    /Chiller-Regular
    /ColonnaMT
    /ComicSansMS
    /ComicSansMS-Bold
    /Consolas
    /Consolas-Bold
    /Consolas-BoldItalic
    /Consolas-Italic
    /Constantia
    /Constantia-Bold
    /Constantia-BoldItalic
    /Constantia-Italic
    /CooperBlack
    /CopperplateGothic-Bold
    /CopperplateGothicBT-Bold
    /CopperplateGothic-Light
    /Corbel
    /Corbel-Bold
    /Corbel-BoldItalic
    /Corbel-Italic
    /CourierNewPS-BoldItalicMT
    /CourierNewPS-BoldMT
    /CourierNewPS-ItalicMT
    /CourierNewPSMT
    /CurlzMT
    /DauphinPlain
    /EdwardianScriptITC
    /ELEGANCE
    /Elephant-Italic
    /Elephant-Regular
    /ELLIS
    /English111VivaceBT-Regular
    /EngraversMT
    /ErasITC-Bold
    /ErasITC-Demi
    /ErasITC-Light
    /ErasITC-Medium
    /EstrangeloEdessa
    /EXCESS
    /FelixTitlingMT
    /FootlightMTLight
    /ForteMT
    /FranklinGothic-Book
    /FranklinGothic-BookItalic
    /FranklinGothic-Demi
    /FranklinGothic-DemiCond
    /FranklinGothic-DemiItalic
    /FranklinGothic-Heavy
    /FranklinGothic-HeavyItalic
    /FranklinGothic-Medium
    /FranklinGothic-MediumCond
    /FranklinGothic-MediumItalic
    /FreestyleScript-Regular
    /FrenchScriptMT
    /FuturaBlackBT-Regular
    /FuturaBT-Bold
    /FuturaBT-BoldItalic
    /FuturaBT-ExtraBlack
    /FuturaBT-Light
    /FuturaBT-LightItalic
    /Garamond
    /Garamond-Bold
    /Garamond-Italic
    /Gautami
    /GENUINE
    /Georgia
    /Georgia-Bold
    /Georgia-BoldItalic
    /Georgia-Italic
    /Gigi-Regular
    /GillSansMT
    /GillSansMT-Bold
    /GillSansMT-BoldItalic
    /GillSansMT-Condensed
    /GillSansMT-ExtraCondensedBold
    /GillSansMT-Italic
    /GillSans-UltraBold
    /GillSans-UltraBoldCondensed
    /GloucesterMT-ExtraCondensed
    /GoudyHandtooledBT-Regular
    /GoudyOldStyleBT-Bold
    /GoudyOldStyleBT-BoldItalic
    /GoudyOldStyleBT-Italic
    /GoudyOldStyleBT-Roman
    /GoudyOldStyleT-Bold
    /GoudyOldStyleT-Italic
    /GoudyOldStyleT-Regular
    /GoudyStout
    /Haettenschweiler
    /HarlowSolid
    /Harrington
    /HELTERSKELTER
    /HERMAN
    /HighTowerText-Italic
    /HighTowerText-Reg
    /Humanist521BT-Bold
    /Humanist521BT-BoldItalic
    /Humanist521BT-Italic
    /Humanist521BT-Roman
    /Impact
    /ImprintMT-Shadow
    /InformalRoman-Regular
    /ISABELLE
    /JOAN
    /Jokerman-Regular
    /JuiceITC-Regular
    /JUSTICE
    /KabelITCbyBT-Book
    /KabelITCbyBT-Ultra
    /Kartika
    /KristenITC-Regular
    /KunstlerScript
    /Latha
    /LatinWide
    /Lithograph-Bold
    /LithographLight
    /LucidaBright
    /LucidaBright-Demi
    /LucidaBright-DemiItalic
    /LucidaBright-Italic
    /LucidaCalligraphy-Italic
    /LucidaConsole
    /LucidaFax
    /LucidaFax-Demi
    /LucidaFax-DemiItalic
    /LucidaFax-Italic
    /LucidaHandwriting-Italic
    /LucidaSans
    /LucidaSans-Demi
    /LucidaSans-DemiItalic
    /LucidaSans-Italic
    /LucidaSans-Typewriter
    /LucidaSans-TypewriterBold
    /LucidaSans-TypewriterBoldOblique
    /LucidaSans-TypewriterOblique
    /LucidaSansUnicode
    /Magneto-Bold
    /MaiandraGD-Regular
    /MANDELA
    /Mangal-Regular
    /Mathematica1
    /Mathematica1-Bold
    /Mathematica1Mono
    /Mathematica1Mono-Bold
    /Mathematica2
    /Mathematica2-Bold
    /Mathematica2Mono
    /Mathematica2Mono-Bold
    /Mathematica3
    /Mathematica3-Bold
    /Mathematica3Mono
    /Mathematica3Mono-Bold
    /Mathematica4
    /Mathematica4-Bold
    /Mathematica4Mono
    /Mathematica4Mono-Bold
    /Mathematica5
    /Mathematica5-Bold
    /Mathematica5Mono
    /Mathematica5Mono-Bold
    /Mathematica6
    /Mathematica6Bold
    /Mathematica6Mono
    /Mathematica6MonoBold
    /Mathematica7
    /Mathematica7Bold
    /Mathematica7Mono
    /Mathematica7MonoBold
    /MATTEROFFACT
    /MaturaMTScriptCapitals
    /MICRODOT
    /MicrosoftSansSerif
    /Mistral
    /Modern-Regular
    /MonotypeCorsiva
    /MS-Gothic
    /MS-Mincho
    /MSOutlook
    /MS-PGothic
    /MS-PMincho
    /MSReferenceSansSerif
    /MSReferenceSpecialty
    /MS-UIGothic
    /MT-Extra
    /MVBoli
    /NATURALBORN
    /NEOLITH
    /NiagaraEngraved-Reg
    /NiagaraSolid-Reg
    /OCRAExtended
    /OldEnglishTextMT
    /Onyx
    /OPENCLASSIC
    /OzHandicraftBT-Roman
    /PalaceScriptMT
    /PalatinoLinotype-Bold
    /PalatinoLinotype-BoldItalic
    /PalatinoLinotype-Italic
    /PalatinoLinotype-Roman
    /Papyrus-Regular
    /Parchment-Regular
    /Perpetua
    /Perpetua-Bold
    /Perpetua-BoldItalic
    /Perpetua-Italic
    /PerpetuaTitlingMT-Bold
    /PerpetuaTitlingMT-Light
    /Playbill
    /PMingLiU
    /PoorRichard-Regular
    /PosterBodoniBT-Roman
    /PRETEXT
    /Pristina-Regular
    /PUPPYLIKE
    /Raavi
    /RADAGUND
    /RageItalic
    /Ravie
    /REALVIRTUE
    /Rockwell
    /Rockwell-Bold
    /Rockwell-BoldItalic
    /Rockwell-Condensed
    /Rockwell-CondensedBold
    /Rockwell-ExtraBold
    /Rockwell-Italic
    /ScriptMTBold
    /SerifaBT-Bold
    /SerifaBT-Italic
    /SerifaBT-Roman
    /SerifaBT-Thin
    /SHELMAN
    /ShowcardGothic-Reg
    /Shruti
    /SimSun
    /SnapITC-Regular
    /SouvenirITCbyBT-DemiItalic
    /SouvenirITCbyBT-Light
    /SouvenirITCbyBT-LightItalic
    /Staccato222BT-Regular
    /Stencil
    /Swiss911BT-ExtraCompressed
    /Sylfaen
    /SymbolMT
    /Tahoma
    /Tahoma-Bold
    /TempusSansITC
    /TimesNewRomanPS-BoldItalicMT
    /TimesNewRomanPS-BoldMT
    /TimesNewRomanPS-ItalicMT
    /TimesNewRomanPSMT
    /Trebuchet-BoldItalic
    /TrebuchetMS
    /TrebuchetMS-Bold
    /TrebuchetMS-Italic
    /TRENDY
    /Tunga-Regular
    /TwCenMT-Bold
    /TwCenMT-BoldItalic
    /TwCenMT-Condensed
    /TwCenMT-CondensedBold
    /TwCenMT-CondensedExtraBold
    /TwCenMT-Italic
    /TwCenMT-Regular
    /TypoUprightBT-Regular
    /Verdana
    /Verdana-Bold
    /Verdana-BoldItalic
    /Verdana-Italic
    /VinerHandITC
    /Vivaldii
    /VladimirScript
    /Vrinda
    /Webdings
    /Wingdings2
    /Wingdings3
    /Wingdings-Regular
    /WP-ArabicScriptSihafa
    /WP-ArabicSihafa
    /WP-BoxDrawing
    /WP-CyrillicA
    /WP-CyrillicB
    /WP-GreekCentury
    /WP-GreekCourier
    /WP-GreekHelve
    /WP-HebrewDavid
    /WP-IconicSymbolsA
    /WP-IconicSymbolsB
    /WP-Japanese
    /WP-MathA
    /WP-MathB
    /WP-MathExtendedA
    /WP-MathExtendedB
    /WP-MultinationalAHelve
    /WP-MultinationalARoman
    /WP-MultinationalBCourier
    /WP-MultinationalBHelve
    /WP-MultinationalBRoman
    /WP-MultinationalCourier
    /WP-Phonetic
    /WPTypographicSymbols
    /ZapfElliptical711BT-Bold
    /ZapfElliptical711BT-BoldItalic
    /ZapfElliptical711BT-Italic
    /ZapfElliptical711BT-Roman
    /ZurichBT-RomanExtended
    /ZWAdobeF
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /False

  /CreateJDFFile false
  /SyntheticBoldness 1.000000
  /Description <<
    /ENG ()
    /ENU (Setup for JACoW - paper size, embed all fonts, compression, Acrobat 5 compatibility.)
  >>
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [595.000 791.000]
>> setpagedevice


